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Max Range to Non-Reflective Targets 850M 2000M 1800M 3000M 3000M 1200M
Max Range to Reflective Targets 1200M 2200M 2200M 3500M 3500M 1500M
Distance Accuracy To Typical Targets(400m) * 50cm +10cm +30cm +10cm +10cm +10cm
Distance Accuracy to Very Distant & Weak 80cmto 1M | 150cm to 1M +50cm to 1M +50cm to 1M +50cm to 1M +50cm to 1M
Targets
Measurement Mode VD ML VD ML SPEED | VD ML VDML SPEED | VDML SPEED | VDML SPEED

HD ML HD ML GPS HD/SD HD ML GPS HDML GPS HDML TEMP

HT HT TEMP |HDML VD HT TEMP HT TEMP | HT

HD HT HD HT HT SDML | HDHT SDML | HDHT HD HT

HD/SD HD/SD HDHT Az HD/SD Az HD/SD HD/SD

VD VD VD VD VD
Inclination Accuracy +0.5 Typical 10.1 Typical 10.25 Typical 10.1 Typical 10.1 Typical 10.1 Typical
Azimuth NO NO YES YES NO NO
Azimuth Accuracy / / + 1 Typical + 0.5 Typical / /
RS232 Serial Com Port Yes Yes Yes Yes Yes Yes
Bluetooth Com Port NO Android Android Android Android Android
Scope Magnification/In-Scope Display Type 7X / LCD 8X/LCD 7X / LCD 8X / LCD 8X / LCD 8X /LCD
Battery Type(8 hrs. Of contiouous use) Rechargeable | Rechargeable Rechargeable Rechargeable Rechargeable Rechargeable
Waterproof/Environmental Yes / IP56 Yes / IP65 Yes / IP56 Yes / IP65 Yes / IP65 Yes / IP65
Temperature -20to60C(-4 | -20to60C(-4 | -20to60C(-4 | -20to60C (-4 -20to 60 C (-4 -20t0 60 C (-4 to 140F)

to 140 F) to 140 F) to 140 F) to 140 F) to 140 F)
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